EXISTING VIDEQ
DETECTION CAMERA

PROPOSED L.E.D. SIGNALS

EXISTING L.E.D. SIGNALS

NEMA PHASING

FLASHING
g5 g6 OPERATION

1.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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CAP AND ABANDON EXISTING CONDUIT

. INSTALL 4 IN. PVC SCHEDULE 80 RIGID ELECTRICAL CONDUIT - BORED
TO BE REMOVED BY OTHERS (SEE PAVEMENT MARKING PLAN)

. INSTALL R3-5R SIGN NO.20 TO EXISTING MAST ARM AS SHOWN

. REMOVE EXISTING SIGN (R3-6R) FROM MAST ARM
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LEGEND OF UNDERGROUND
AND OVERHEAD UTILITIES

AERIAL CABLE
ELECTRICAL
TELEPHONE
GAS
SEWER

- WATER
CABLE TV
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. INSTALL VIDEO DETECTION CAMERA AND SIGN #19 ON EXISTING MAST ARM AS SHOWN
. USE EXISTING BASE MOUNTED CONTROLLER & CABINET, TERMINATE PROPOSED FIELD CABLES IN CABINET AND LABEL CABLE ENDS
REMOVE EXISTING LIGHTING STRUCTURE AND FOUNDATION 12" BELOW GRADE (POWER TO BE DISCONNECTED BY UTILITY COMPANY)

Z-m- R3-7R

UPON - COMPLETION OF THE WORK. ‘
4. ALL STREET LIGHTING LUMINAIRES SHALL BE SUPPLIED WITH PHOTOCELL.

5.FOR ADDITIONAL PAVEMENT MARKINGS ALONG MARLBORO AVE.SEE SIGNING AND PAVEMENT MARKING PLANS IN "TOWN

OF EASTON PROJECT MARKETPLACE",

6."THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD OF ONE YEAR FROM THE DATE OF APPROVAL. SHOULD
CONSTRUCTION NOT BEGIN WITHIN THIS TIME FRAME THESE PLANS SHALL BE NULL AND VCID WITHOUT A REVIEW FROM

THE TRAFFIC ENGINEERING DESIGN DIVISION. _ o
7. DISCONNECT AND ABANDON EXISTING WESTBOUND MARLBORO AVE. DETECTION,

(SEE PAVEMENT MARKING PLAN)
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0 -~ THE CONTROLLER AND PULL-BACK TO THIS HANDHOLE, INSTALL NEW HANDHOLES
B3 Y AND CONDUIT AND THEN RE-INSTALL CABLES THROUGH THE NEW CONDUIT AND
HANDHOLES AND RECONNECT CABLES INTO THE EXISTING BASE MOUNTED CABINET.
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, o COMmO¥JN¥g§MER " . f’ . 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
CONSTRUCTION DETAILS . . f | % THE CONTRACTOR SHALL BE RESPONSIBLE. FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES
ﬁ (Fy— MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL
~ AND 15 FT.STREET LIGHTING BRACKET ARM, 250 WATT HPSV LUMINAIRE, (NOTE: INSTALL ONE-3 IN. PVC CONDUIT BEND) r FESOLVED. ! -
g' ig:}'ﬁ ggg\fm&ic:fgg}:géo RIGID ELECTRICAL CONDUIT- TRENCHED “ 2. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS,
' - HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCE AS SPECIFIED IN MD 816,03, MD 818.01
D. REMOVE EXISTING TRAFFIC SIGNAL POLE WITH ALL EQUIPMENT AND FOUNDATION 12 BELOW GRADE (NOTE: RELOCATE STREET NAME [ ' ' '
AND SHIELD ASSEMBLY SIGNS TO NEW MAST ARM POLE) _ H E”guﬁﬁé’ﬁ}m 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THTE INSTALLATION OF ALL SIGNAL
. REMOVE EXISTING HANDHOLE AND BACKFILL MENT. ‘
INSTALL 24 IN. HEAT APPLIED PERMANENT PERFORMED THERMOPLASTIC PAVEMENT MARKING (FOR STOP LINE) - | . 3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT BEING REMOVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR
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- TRAFFIC SIGNAL PLAN" |
MD 322 AND MARLBORO AVE.
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TRAFFIC CONCEPTS, INC

325 Gambrills Road
Suite E

Gambrills, MD 21054

(410) 923-7101
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